NOTES FOR DESIGNER: (Do NOT INCLUDE ON CONSTRUCTION DRAWINGS)
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14. AS A GENERAL GUIDELINE, PUMPS SHALL BE SPECIFIED
AND SELECTED USING THE FOLLOWING PARAMETERS:

A. 250 GPM AND GREATER: CENTRIFUGAL SINGLE STAGE,
DOUBLE SUCTION TYPE WITH FLEXIBLE COUPLING.

B. 249 GPM AND LESS: CENTRIFUGAL END SUCTION TYPE
WITH FLEXIBLE COUPLING AND BACK PULL—OUT DESIGN.

1. CLOSE COUPLED PUMPS MAY BE UTILIZED WHEN
SPACE IS LIMITED. CARE SHOULD BE EXERCISED
IN HOT WATER AFPLICATIONS.

C. OPTION: AN IN—LINE CLOSE COUPLED PUMP MAY BE
USED FOR CONSTANT COIL CIRCULATION APPLICATION.

D. SELECT PUMP TO OPERATE WITHIN THE CAPACITY RANGE
RECOMMENDED BY THE MANUFACTURER.

E. SELECT PUMP TO OPERATE ON NEGATIVE SLOPE OF

PUMP CURVE. DRAWING DEVELOPED FOR ML—23

F. SELECT A MAXIMUM NOMINAL 1800 RPM OPERATING PROJECTS.  FOR ML—1/ML-2,
SPEED, (CONDENSATE RETURN PUMPS MAY BE 3600 RPM). ADDITIONAL REQUIREMENTS AND

QA REVIEWS ARE REQUIRED.

G. THE BHP AT DUTY POINT SHALL NOT EXCEED 90% OF (REMOVE THIS NOTE WHEN IN—
INDICATED MOTOR NAMEPLATE HORSEPOWER RATING. THE SERTED INTO A DRAWING PACK—
MOTOR SHALL BE NON—OVERLOADING THROUGHOUT THE AGE).

PUMP CURVE.

15. PUMP CONCRETE PAD (2000 ASHRAE SYSTEMS HANDBOOK,
PAGE 39.13)
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B. CONCRETE PAD SHOULD BE AT LEAST 4 INCHES THICK
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